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Installation Guide for 

O-SO PURE® 

DWS-008 with DWS-DDI 
 

Before you begin 
1. The main components to identify include: 

·  the DWS-008 and its associated RO Storage Tank and CHROME 
faucet. 

·  the DWS-DDI and its associated DI Storage Tank and RED faucet. 
The DWS-DIHR retractable RED faucet might be substituted here but 
the instructions will refer to the RED faucet. 

·  the Installation Kit, a plastic bag of parts required for installation. 
2. Some fittings have a RED locking clip in place. These clips MUST be 

removed before installing the tubing and must be re-installed after the new 
length of tubing is put into place. Please refer to the attached John Guest 
Super Speedfit instruction sheet. 

Locate the DWS-008 
3. Mount the DWS-008 back panel on a wall that will provide access to 

change the filters. Locate the mounting screws using the system-mounting 
TEMPLATE provided. 

4. Place the RO storage tank close to the DWS-008. 

Install plumbing modifications 
5. Turn OFF the cold water supply BEFORE installing the saddle valve. 
6. Install the saddle valve using the saddle valve installation instructions. 

(see photo #3) Leave the saddle valve in the CLOSED position. 
7. Install the CHROME air-gap faucet per the faucet installation instructions. 

(see photo # 3) 
8. Locate and mount the RO monitor (RO Pure Check Monitor located in 

installation kit) using double back Velcro tape. Note: battery already 
installed; requires annual battery changes. Insert the plug end of the 
BLACK wire into the electric jack on the bottom of the RO monitor. (see 
photo #4) 

9. Install the drain adapter per the separate drain adapter instructions found 
within its packaging. (see photo #3) 

Connect the DWS-008 to plumbing 
10. Connect the DWS-008’s RED ¼” tube to the water inlet on the saddle 

valve. Tube is to be cut to length following the instruction diagram for 
plastic tubing connections. (see picture #3) 
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11. Connect the DWS-008 to the RO Storage Tank using the DWS-008’s tube 
marked “pure water to tank”. This tube will be BLUE if 3/8” or WHITE if ¼”. 

12. Connect the BLUE ¼” tube from the CHROME RO faucet to the ¼” output 
fitting on the right side of the DWS-008.  (see photo #3 & 4) 

13. Connect the RED ¼” tube from the CHROME RO faucet to the permeate 
pump brine outlet fitting on the DWS-008. (see photo #3) 

14. Connect the 3/8” BLACK tube from the CHROME RO faucet to the drain 
fitting (see photo #3 & the instructions provided with the drain assembly). 

15. Turn the DWS-008’s power switch to the OFF position. Plug the DWS-
008’s power cord into a customer-provided 120 VAC – 60 HZ power 
source. 

Install the DWS-DDI 
16. Take a moment to decide where to best mount the DWS-DDI and where 

the DWS-DDI’s RED faucet will be installed. Be sure to provide enough 
space to service filter cartridges in the DWS-DDI filter housings. 

17. Attach the second WHITE ¼” tube from the DWS-008’s tank tee to the 
WATER INPUT connector of the DWS-DDI.  (see photo #4) 

18. Run a new length of ¼” WHITE tube from the output tee fitting on the 
DWS-DDI (either of the two unoccupied holes is acceptable) to the RED 
faucet after cutting the tube to proper length. 

19. Run a new length of ¼” WHITE tube from the remaining unoccupied hole 
of the DWS-DDI’s output tee fitting to the top of the DI Storage Tank. 

DWS-008 Startup 
20. Turn ON the RO Storage Tank’s valve (located on top or bottom of the 

tank). 
21. Turn OFF the DI Storage Tank’s valve (located on top or bottom of the 

tank). 
22. Turn the power switch to the ON position. The AMBER lens should be 

glowing, which indicates a “LAMP-ON” condition. 
23. Turn on the cold water supply and turn the saddle valve to the ON 

position. 
24. Check the DWS-008, DWS-DDI and their respective tanks for leaks. 
25. Allow the RO Storage Tank to fill. (2-3 hours for a 4 gallon tank, 5-6 for a 

10 gallon tank, 6-7 hours for a 14 gallon tank). 

Initial Flush 
26. The first tank must be flushed as it contains residue from new filters. 
27. Turn OFF the water supply to the DWS-008 by turning the saddle valve to 

the OFF position. 
28. Open the RED faucet and allow 1 gallon of water to flush down the drain. 

Water flows through the DWS-DDI at the rate of one gallon in 5 minutes. 
There will likely be a bit of sputtering as air is expelled from the DWS-DDI. 
Close the RED faucet. 
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29. Open the CHROME faucet and allow the remainder of the water to flush 
from the DWS-008. Close the CHROME faucet. 

DWS-DDI Startup 
30. Remove and dump the water from the DWS-DDI’s clear filter housings 

and install the two DI filters. Make sure the housings are snug but do not 
over tighten. 

31. Turn ON the valve located on top of the DI Storage Tank. 
32. Turn ON the water supply to the DWS-008 by turning the saddle valve to 

the ON position. 
33. Allow both water storage tanks to fill. 
34. Open the RED faucet and allow 1 gallon of water to flush down the drain. 

There will likely be a bit of sputtering as air is expelled from the DWS-DDI. 
This time the flow should be faster as it is fed directly by the DI Storage 
Tank. Close the RED faucet. 

Test water with the autoclave 
35. The deionized water (RED faucet) produced by the DWS-DDI should be at 

an acceptable TDS level for use with autoclaves. Test this by using water 
from the RED faucet to run the autoclave through a cycle. If the autoclave 
rejects the water, an additional flush of the DWS-008 will be necessary. 
Empty the DWS-DDI’s water by opening the RED faucet and repeat these 
instructions beginning at DWS-008 Startup . 
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